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SN-909-"X"-KIT ASSEMBLY INSTRUCTIONS

INSTALL PLUG INSERT INTO SN-M55116/4-3-"X" SHELL, 1.
MAKING SURE TO ALIGN KEYS WITH KEYWAYS ON SHELL.

APPLY LOCTITE TO  BANDING PLATFORM THREADS AND SCREW BANDING PLATFORM2.
 INTO SN-M55116/4-3-"X" SHELL. 

INSERT WIRES THRU BANDING PLATFORM AND INTO SHELL, EXPANDING MESH SHIELD AROUND 3.
BANDING PLATFORM AS WIRES ARE INSERTED.

SOLDER WIRES TO THE SOLDER CUPS ON PLUG INSERT.  4.
NOTE: SOLDERING IS DONE WITHIN THE SN-M55116 SHELL.

SECURE MESH SHIELD TO BANDING PLATFORM USING BANDING CLAMP.5.

INSERT PLASTIC STANDOFF.  NOTE: PLASTIC STANDOFF MIGHT NEED TO BE TRIMMED IN ORDER 6.
TO PROVIDE CLEARANCE FOR WIRES AND TO FIT INTO SHELL.

APPLY LOCTITE TO BACK PLUG THREADS AND SCREW BACK PLUG INTO SHELL.7.
 

COVER SHIELD AND BANDING PLATFORM WITH ADHESIVE LINED SHRINK BOOT.8.
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